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JOB INFORMATION

Type: Date:

Job Name:

Cat. No.:

Lamp(s):

Specifier:

Contractor:

Notes:

FOCUS INDUSTRIES INC.®   www.focusindustries.com
25301 COMMERCENTRE DRIVE sales@focusindustries.com
LAKE FOREST, CA 92630 (949) 830-1350 • FAX (949) 830-3390

IN
TERTEK

LISTED

SPECIFICATIONS

CONSTRUCTION:  
ALUMINUM:  Aluminum bullet; matching cast aluminum adjustable swivel with 240° rotation 
BRASS:  Brass bullet; matching cast brass adjustable swivel with 240° rotation

LENS:  High impact clear tempered convex glass

O-RING:  High temperature red silicone

LAMP SUPPLIED:  None (75w max); Use only outdoor rated PAR30 lamps

We recommend 12w PAR30 Super Saver LED, 40,000 hours. 1080 lumens

SOCKET:  High temperature ceramic medium base with 250° C silicone lead wires

WIRING:  Standard 120 volt Black, White and Ground 9" lead wires

MOUNTING:  None supplied. We recommend FA-26 mounting pedestal

FINISH:  Aluminum - Black texture polyester powder coat, optional finishes available  
Brass - Unfinished, optional finishes available

ORDERING INFORMATION
CATALOG NO. DESCRIPTION  LAMP SHIP  WEIGHT
DL-50-PAR30NL-BLT Aluminum PAR30 Bullet None 3.0 lbs.
DL-50-PAR30NL-BRS Brass PAR30 Bullet None 5.0 lbs.
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FA-08-06 Round 1/4" Hex Cell Louver
FA-10-30-BLUE Blue Tempered Glass Lens
FA-10-30-GREEN Green Tempered Glass Lens
FA-98-50 Linear Spread Tempered Glass Lens
FA-104-50 Wide Spread Tempered Glass Lens Softener
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